FRITAN® Wash Down/Corrosion Resistant Units

POWER TRA ON COMPONENTS |

BEARING FEATURES

BL Bearings offers several solutions for
applications that require a clean operating
environment and frequent wash downs,
such as food processing, packaging,
pharmaceutical production and handling.
We also offer solutions for applications
subject to corrosive elements such as those
found in photo and film processing, dying
and printing, textile finishing, fertilizer
manufacturing and chemical processing.

SSUC Stainless Steel Inserts

The most common solution for hostile wash
down applications is BL's SSUC series all-
stainless insert. Compared to competitive
wash down units using coated rings with
stainless components, they feature 100%
stainless steel construction for maximum
corrosion resistance. Materials are
composed of:

Rings and balls 440 stainless steel
Retainer 302 stainless steel
Slinger and seal frame 302 stainless steel
Set screws 302 stainless steel

SSUC inserts come standard with dual seals
and NSF H1 registered food grade grease
(Nevastane HT/AW). Other lubricants can be
supplied upon request to meet specific appli-
cation requirements.

SSER Stainless Steel Inserts

SSER units are designed for corrosive
applications requiring cylindrical OD inserts.
They have the same material composition as
SSUC inserts.

Black Oxide Treated Inserts

UC and ER inserts can be supplied with
a black oxide treatment, providing an
economical solution for mildly corrosive
applications.

Stainless Steel Housings
The most effective solution for highly corrosive
applications are BL stainless steel housings
constructed of high quality 304 stainless steel.
To prevent and reduce surface residual
contamination, they feature smooth polished
surfaces and solid bases. Stainless steel
housings can be supplied configured to
accept end caps.

Thermoplastic Housings

Constructed from glass reinforced PBT, BL
thermoplastic housings provide proven
protection from corrosive elements and offer
favorable mechanical, thermal and electrical
properties. White PBT housings are standard;
black or green PBT can be supplied upon
request. Housings include stainless steel bolt
hole grommets and stainless steel grease
nipples. Most styles accept end caps.

Nickel Plated Housings

BL nickel plated housings are economical
solutions for mildly corrosive environments.
These housings are usually supplied with
black oxide inserts. Stainless steel inserts can
also be utilized.

End Caps
Open or closed end caps can be supplied for
additional protection from contamination.
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Stainless Steel Units

UCPSS PILLOW BLOCKS

UCPSS

e Stainless steel housing — solid base
e Stainless steel wide inner ring bearing

UCPSS PILLOW BLOCKS

1516 5 | 334 112 1-1/4
UCPss204-12SS 3/4 333 | 127 | 95 a8 13 19 14 64 31 127 | 3/8 |8SUC204-12 | SP204 | 1.256

1-716 | 5-1/2 | 4-1/8 | 1-1/2 | 17/32 | 3/4 | 19/32 | 2-25/32 | 1-11/32] 9/16

UCPSS205-16SS 1 365 140 105 38 13 19 15 70 341 143 3/8 | SSUC205-16 SP205 1.631
UCPSS206-18SS 1-1/8 SSUC206-18
UCPSS206-19SS 1-3/16 1":21/;6 61';22 4';‘\2/132 1'2;%32 111/;6 272/132 211/632 3;2/4 13';/12 155/89 9/16 | SSUC206-19 SP206 | 2.403
UCPSS206-20SS 1-1/4 ) ) ) SSUC206-20
UCPSS207-20SS 1-1/4 'SSUC207-20

1-29/32 | 6-19/32 5 1-29/32| 11/16 | 27/32 | 11/16 | 3-5/8 | 1-11/16| 11/16
47.6 167 127 48 17 21 17 92 429 17.5
1ap | 1676 7-4 513032 2562 1116 | 27/52 23582 G-7/8 | 1-15/16| 34
UCPSS208-24SS - 492 184 | 137 54 17 21 18 98 | 492 19
V j [ 2.3/ | 9-1/2 | 4-1/4 [225/82] Ta/16 | 1 T [ 5746 [29A6 | 1 - ; -
UCPSS212-398S | 2716 | ‘cog | a1 | 184 | 70 | 20 | 25 | 25 | 138 | 681 | 254 | 58 |Ssucaizas | sP2t2 | 8a7z

UCPSS207-22SS 1-3/8

; 9/16 | SSUC207-22 SP207 | 3.174
UCPSS207-23SS 1-7/16

SSUC207-23
9/16 | SSUC208-24 SP208 | 3.791

* Lubricated with food grade grease.
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UCFLSS

UCFSS FOUR BOLT FLANGE UNITS

Stainless Steel Units

UCFSS FOUR BOLT FLANGE UNITS
UCFLSS TWO BOLT FLANGE UNITS

e Stainless steel housing — solid base
e Stainless steel wide inner ring bearing

313/32 | 2-17/32 | 19/32 | 12 1 12 | 1-5M6 | 2-17/32 | 1/2
UCFSS204-12SS 3/4 86 64 15 12 255 12 333 64 127 | 8/ |SSUC204-12 | SF204 | 1433
33/4 | 20532  21/32 | 1732 | 1332 12 113/32 22532 | 96
UCFSS205-16SS 1 pe 5 i is ik o | | g 143 | 9/8 |SSUC205-16 | SF205 | 2.006
UCFSS206-18SS 1178 SSUC206-18
UCFSS206-19SS | 1-3/16 4'1%/22 3-gg32 211/832 91/16 1'311/4 11/;“ 1":3/232 3;2/4 155{% 9/16 | SSUC206-19 | SF206 | 2.667
UCFSS206-20SS 1-1/4 : : SSUC206-20
UCFSS207-20SS 11/ SSUC207-20
UCFSS207-22SS 1-3/8 41‘;5;8 3'952/8 ?’g 155/85 1‘131132 35;/1?4 14'[?’: 3552/8 1117/156 9/16 | SSUC207-22 | SF207 | 3.549
UCFSS207-23SS | 1-7/16 : : : SSUC207-23
51/8 | 4-1/32 | 27/32 | 19/32 | 176 | 5B | 24/32 | 378 | 34
UCFSS208-24SS 1-1/2 130 103 o1 pp % 6 | 5io o 1o | 916 | SSUC208-24 | SF208 | 4.784

UCFLSS TWO BOLT

FLANGE UNITS

4-15/32 3-9/16  19/32 | 13/32 | 1 12 238 | 1-516 | 1-1/4 | 172
UCFLSS204-12SS | 34 13 | 90 15 10 | 255 | 12 60 | 333 | 3t 127 | 38 |SSUC204-12 | SFL204 | 0.881
51/8 |329/32 21/32 | 13/32 | 1-5/64 | 172 21146 1-13/32 1-11/32| 9/16
UCFLSS205-16SS 1 5 | oo i 6 | 57 e s aat Taats| s | @B | sSUC205-16 | SFL205 | 1256
UCFLSS206-185S|  1-1/8 SSUC206-18
UCFLSS206-19SS | 1-3/16 5';“1?2 41'%8 2::,/32 71116 1'311/4 11/22 3'3632 123/232 13';/12 155/% 9/16 | SSUC206-19 | SFL206 | 2.028
UCFLSS206-20SS  1-1/4 : : : SSUC206-20
UCFLSS207-20SS  1-1/4 SSUC207-20
UCFLSS207-22SS =~ 1-3/8 6'112;’132 51';68 ‘:’g 11/5 1'131432 351/24 3‘3616 Lf/j 1221/;6 1117”56 9/16 | SSUC207-22 | SFL207 | 2.689
UCFLSS207-23SS  1-7/16 : : : SSUC207-23
609732 51146 | 27/32 | 19/32 | 1-7/16 | 35/64 3-15[6 2-1/32 [1-16[6] 34
UCFLSS208-2458  1-1/2 o | aaa | Son e | as It S oS B TIS06 S% | 96 | ssucoos-24 | SFL208 | 3417

* Lubricated with food grade grease.
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Thermoplastic Units

UCPPL PILLOW BLOCKS
UCPAPL A TAPPED BASE PILLOW BLOCKS

UCPPL

h
. |
* Reinforced PBT housing — solid base 2-% b
e Stainless steel wide inner ring bearing 4
UCPPL PILLOW BLOCKS UCPAPL A

1516 | 5 | 334 112 | 716 | 916 | 9/16 |2-19/32] 17116 | 1/2
UCPPL204-12SS o 383 127 95 38 11 14 | 142 655 | 31 | 127 98 SSUC04-12 | TP-P204 | 0638
1-7716 | 5-9/16 | 4-9/16 | 1-12 | 7/16 | 9/16 | 19/32 | 2-13/16 | 1-11/32| 9/16
UCPPL205-16SS 1 w: | | = = 4 14 | 145 | 71 | 341 | 1a3 | 38 |ssuczos-i6 | TP-P205 | 0.748
UCPPL206-18SS 1-1/8 SSUC206-18
UCPPL206-19SS |  1-3/16 1221/;6 6'}2?2 4'1196 1'14%16 91146 2‘?32 2137/382 3'3216 13';/12 155/89 1/2 | 8SUC206-19 | TP-P206 | 1.188
UCPPL206-20SS 1-1/4 : : ' : SSUC206-20
oPPLAgT-205S b 1-7/8 | 6-5/8 | 5 | 1-7/8 916 | 23/32 | 23/32 | 3-23/32 | 1-11/16  23/32 Seuceora0
UCPPL207-22SS 1-3/8 piiperl [kl [ [ 1 o | 18 | oas | azg | 378 | 12 |SSUc207-22 |\ TP-P207 | 1.716
UCPPL207-23SS | 1-7/16 : : : : S8UC207-23
T-15/16| 7-1/4 | 5-13/32] 2-5/32 | 9/16 | 23/32 | 25/32 | 3-29/32 | 1-15/16 | /4
UCPPL208-24SS 1-1/2 100 | 184 | 137 | o4 14 18 | 195 | 99 | a92 | 19 | 12 |ssuc2os-24 | TP-P208 2134
2-1/4 | 8-1/8 | 6:9/32 | 2-3/8 | 2-3/8 | 13/16 | 29/32 | 4172 | 2-1/32 | o/4
UCPPL210-318S | 11516 | ‘o5 | 208 | 120 | 60 - 20 | 23 | 114 | 516 | 19 | 58 |ssuc210-31 |TP-P210 | 3.02

* Lubricated with food grade grease.

UCPAPL A TAPPED BASE PILLOW BLOCKS — DOMESTIC DIMENSIONS

UCPAPL204-12ASS 3/4 1553/_136 27'37_/(? 50.8 sgq | 3816 T 11 3100 | 1270 | 180  SSUC204-12 TP-PA204A| 0.60
UCPAPL205-16ASS 1 1;’_156 763_2 55_8 13‘;_/12 3/8-16 27_27_/(? ;”21.3 ;:3’140 25’58 ?ggg SSUC205-16 | TP-PA205A | 0.728
UCPAPL206-20ASS ~ 1-1/4 1':;_/;6 10‘;6 722 13&2/12 7/16-14 ;‘1?/? 1117/_156 31;100 ?;56_’38 2'28_;3 SSUC206-20 | TP-PA206A | 1.24
UCPAPL207-20ASS | 1-1/4 L‘;@ ;‘;g’_g 38'21_’:5‘ L‘;ﬁ* 1/2-13 3';‘??2 15‘;% 412'_6990 ?fgg ;'5928 SSUC207-20 | TP-PA207A | 1.72
UCPAPL207-23ASS | 1-7/16 1%% ;‘;g’_g 38'21_/(‘;‘ 11}37./(? 1/2-13 3'32/32 15(;% 412'§990 ?‘76_’28 ;50_28 SSUC207-23 | TP-PA207A | 1.72
UCPAPL208-24ASS | 1-1/2 1'1;/216 14223_% :;—;./92 L‘;/g 1/2-13 1o‘§ - 4114%‘ 415_9240 ?ggg ;;,1_28 SSUC208-24 | TP-PA208A | 2.10

* Lubricated with food grade grease.
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Thermoplastic Units

UCFLPL TWO BOLT FLANGE UNITS - UCFPL FOUR BOLT FLANGE UNITS

~-

L]
¢ Reinforced PBT housing — solid base
e Stainless steel wide inner ring bearing '
- a - ? Ey

UCFLPL TWO BOLT FLANGE UNITS UCFPL

4-15/32|3-17/32 | 29116 | 7/16 | 1-1/16 | 7116 |1-5/16 58 | 1-7/32 | 12
UCFLPL204-12SS 3/4 113 90 65 14 | 265 1 | 337 | 154 31 1o7 | 38 SSUC204-12  TP-FL204 0528

5-3/16 [3-29/32 | 2-3/4 | 17/32 | 1-5/32 | 7/16 | 1-7/16 | 11/16 | 1-11/32| 9/16
UCFLPL205-16SS 1 131 o5 69/5 1135 129 12 i 36/ 5 11/7 134 . 1213 3/8 | SSUC205-16  TP-FL205 0.66
UCFLPL206-18SS |  1-1/8 SSUC206-18
UCFLPL206-19SS |  1-3/16 5'$Zg32 41':3/78 3'2632 1173/332 152/:;2 71116 11'15/;3 ?/g 133/12 155/89 3/8 | sSUC206-19 | TP-FL206  0.99
UCFLPL206-20SS | 1-1/4 : : : : : SSUC206-20
UCFLPL207-20SS |  1-1/4 SSUC207-20
UCFLPL207-2285 18 ©1582 S8 3161 B8 1982 1nsz 12882 288z 1 INI6 VIS yp I ssucoor-22  TR-FL207 145
UCFLPL207-23SS | 1-7/16 : : : : : SSUC207-23

6-15/16| 5-11/16 | 3-15/16] 25/32 | 1-15/32 | 9/16 | 2-1/32 | 27/32 |1-15/16| 3/4
UCFLPL208-24SS |  1-1/2 176 | 144 100 20 | 375 14 | 517 | 2185 | 499 19 1/2 | SSUC208-24 |TP-FL208 | 1.51

* Lubricated with food grade grease.

UCFPL FOUR BOLT FLANGE UNITS

315/32| 21/2 | 17/32 | 1-3/32 | 716 | 1-7H6 | 23/32 | 1-7/32 | /2
UCFPL204-12SS /4 88 635 | 134 | 278 11 363 18 31 127 | 38 |SSuUC204-12 | TP-F204 = 0638
33/4 22532 | OA6 | 1-3/32 | 7/16 | 1776 | 1146 | i-11/32 | 9/6
UCFPL205-16SS L 95 70 14 28 11 36.7 17 34.1 743 | @9 |ssuc2osqe | TR-F205 | D748
UCFPL206-185S 1178 SSUC206-18
UCFPL206-19SS = 1-3/16 4'170/32 3'3/332 ?Qg 13'11/;‘ 74116 14'15/f 13;‘2 13';/12 155/% 3/8 | SSUC206-19 | TP-F206  1.10
UCFPL206-20SS 1-1/4 : : : : : : SSUC206-20
UCFPL207-20SS T1/4 SSUC207-20
UCFPL207-22SS  1-3/8 4‘511{332 SoB  lomz a8 sz | 12rise ) 2z 1 ne VIS | 4p  ssucao722 | TPF207 | 162
UCFPL207-23SS  1-7/16 . : : - - - SSUC207-23
51/8 | 4-1/32 | 2132 | 115/32| O/16 | 23/32 20/3 11516 34
UCFPL208-24SS 1-1/2 30 | 109 e a5 i s o 100 1o | 12 sSsuczos-24 | TP-F208  1.68

* Lubricated with food grade grease. UCFB three-bolt flange bracket units also available.
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UC STANDARD

Bearing Shaft Dia.
No. d

(in.)  (mm)

SSUC205-14 7/8
SSUC205
SSUC205-16 1

SSuUC207-20 1-1/4
SSuUC207-22 1-3/8
Ssuc207
SSUC207-23 1-7/16

SSUC209-28
SSUC209

SSUC211-32 2
Ssuc211
SSUC211-35 | 2-3/16

2.1890
55.6

"REW TYPE

Dimension
(in)

(mm)

0.1693 1/4-28UNF
4.3 MeX1

5/16-24UNF
M8X1

5/16-24UNF
M8X1

3/8-24UNF
M10X1.25

Dynamic

Basic load rating

(Io)

Static

NMOAHSVYM
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